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SERIES 185-002 EYE-BEAM® GMA
MIL-DTL-83526 /20 & /21 compliant  
hermaphroditic expanded beam connectors
Terminus and in-line plug

185-002-60 HERMAPHRODITIC IN-LINE PLUG

181-101 TERMINUS FOR GMA CONNECTORS

PROTECTIVE CAP

YELLOW COLOR BAND
BLUNT START I.A.W. ISO 2903
TR 22.02 X 4 (P2) MODIFIED THREAD

1.1 
(27)

"C"

(SEE TABLE II)
CABLE DIAMETER

1.1 
(27)

3.3 
(83)

5.5 
(140)

COMPRESSION SPRING
O-RING

TERMINUS BODY
FERRULE

Ø .142 REF

.172 REF

Ø "A"

Ø 2.5 mm

REF
(FERRULE O.D.) .315 REF

.725 REF

(FERRULE HOLE)

NOTES
Material/Finish:

Ferrule: Zirconia ceramic
Terminus body: Stainless steel / passivate
Compression spring: Stainless steel/passivate
O-ring: Nitrile rubber

Consult factory for appropriate termination and assembly tools / procedures

How To Order GMA Terminus

Sample Part Number 181-101 -1253

Basic number Terminus for GMA connector

Dash Number See Table I

Table I

Dash 
No.

Ø A 
(microns)

Fiber Size  
Core/Cladding 

(microns)

-1253 125.3
9/125  
(singlemode)

-1260 126.0
50/125 and 62.5/125 
(multimode)

Consult factory for additional  sizes


