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F-16

Style "B" guide bushing for blind mate applications has #8-32 thread for installation 
into panel mount HiPer-D® connectors with corresponding #8-32 tapped flange.  
300 series stainless steel, passivated. One kit consists of (2) bushings. Install with 
threadlocking compound. Mates with style "G" guide pin 289-014-G.

Style "G" guide pin for blind mate applications has #8-32 thread for installation 
into panel mount HiPer-D® connectors with corresponding #8-32 tapped flange.  
300 series stainless steel, passivated. One kit consists of (2) guide pins. Install with 
threadlocking compound. Mates with style "B" guide bushing 289-014-B.

Style "P" jackpost has #8-32 thread for installation into panel mount HiPer-D® 
connectors with corresponding #8-32 tapped flange.  300 series stainless steel, 
passivated. One kit consists of (2) jackposts. Install with threadlocking compound. 
Mates with all standard #4-40 male screw locks and jackscrews.

Guide pins, bushings and jackposts for panel mount connectors 
289-014-B, 289-014-G, and 289-014-P

289-014-B GUIDE BUSHING KIT

289-014-G GUIDE PIN KIT

289-014-P JACKPOST KIT

Part Number
289-014-B

Part Number
289-014-G

Part Number
289-014-P

.1875 (4.76)
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Ø.200
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.240 ± .005
(6.10 ± 0.13)

8-32 UNC
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8-32 UNC
THREAD
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8-32 UNC
THREAD

4-40 UNC
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