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Dimensions in inches (millimeters) and are subject to change without notice.
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Notes:
1. Identified by bag and tag in suitable quantities.
2. The ferrule and sealing device are used on Glenair 

StarShield™ Backshells.
3. Temperature range: -65°C to +175°C.

687-809
Ferrule and Sealing Device Kit

for StarShield™ Backshells

Basic
Number

Product
Series Size

687 - 809 - 03 M

Finish Code
(See Table I)

Ferrule and sealing device kit

Material/Finish:
Ferrule Copper alloy/see Table I

Insulation Sleeve
Heat-shrinkable, radiation cross-linked modified 
polyvinylidene fluoride.

Sealing Device
Heat shrinkable insulation sleeve (radiation cross-linked 
modified polyvinylidene fluoride).

Table I
Code Finish Description

M Electroless Nickel

NF
CAD/O.D. Over Electroless  Nickel 
(1000 Hour Salt Spray)

ZRC Aluminum/zinc-nickel

INSULATION SLEEVE

FERRULE SEALING DEVICE

.240 (6.1)
   Min

.768 (19.5) Min

.170 (4.3)
    Min

.620 (15.7) Max

.200 (5.1)
    Dia

Max
.098 (2.5)

1.083 (27.5) Max

.205 (5.2)
   Min

.189 (4.8)
   Min


