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GCB1000, GCB2000 and GCB3000
Fiber Optic CleanBlast® Cleaning Systems

for Fiber Optic Connectors

GCB1000 and GCB2000 SPECIFICATIONS

Power Requirements 110 VAC-220 VAC, 2 amp

Dimensions 16”L x 13”W x 7”D

Weight 21 lb

Air Source 40 psi Internal Compressor

Cleaning Cycle Time 5 seconds

Certification CE Approved

GCB3000 SPECIFICATIONS

Power Requirements 110 VAC-220 VAC, 2 amp

Dimensions 8”L x 9”W x 7”D

Weight 12 lb

Air Source External, compressed air or
nitrogen; regulated between
60 – 250 psi

Cleaning Cycle Time .8 seconds

Certification CE Approved

Fiber Chek Software
Fiber Optic Analysis Program

Fiber Chek is an integrated hardware/software 
package engineered with the single purpose of 
critically and consistently grading fiber end-faces.  
Works hand in hand with the Quick Capture 
Analog Probe for visual inspection, taking 
pictures and testing fibers on your PC.

•  Automatic debris and defect detection,
including fine scratches

•  Measures epoxy ring for out-of-tolerance
conditions

•  Inspection results, including image data, 
can be printed or archived

•  Utilizes industry standards or user defined
threshold settings


