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UniPowerTM 
Product
Series

CONNECTOR TYPE
LS = Line Source
LDFT = Line Drain Finger Test
PS = Panel Source
PDFT = Panel Drain Finger Test

SC = Sealing Cap
(Omit for None)

POLARIZATION
KEYS

G = Ground
N = Neutral
1 = L1
2 = L2
3 = L3

S = Secondary 
Locking Pin for 
Drain Format 
Connectors 
Only (Omit for 
None)

COLOR 
CODES

GN = Green
BK = Black
RE = Red
YL = Yellow
BL = Blue
BN = Brown
WH = White
GY = Grey

UN  LS  SC  -  3  S  GY  -  C240  C1  N...
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CONTACT TYPE
Crimp

C300 = 300mm2 
C240 = 240mm2

C185 = 185mm2

C107 = 107mm2

Screw Lock
S120 = 120mm2

Threaded (Panel Type Only)
T12 = M12 
T13 = M12 x 800A

Consult Factory for 
Additional Sizes 

Customer
Specifi ed

Modifi cation 
Code

(Omit for 
None)

CABLE GLAND
C1 = M40 for 15-23mm Ø Cable
C2 = M40 for 19-28mm Ø Cable 
C3= M40 for 22-32mm Ø Cable
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ACCESSORY PART NUMBERS
UN–SLRKEY/1 = Unlock Key 
UN–RS F2 = Compression Sleeves Kit
(25, 35, 50, 70, 95, 120mm2) 
       Individual Compression Sleeves:
               UN–RS 25 F2   = 25mm2

               UN–RS 35 F2   = 35mm2

               UN–RS 50 F2   = 50mm2

               UN–RS 70 F2   = 70mm2

               UN–RS 95 F2   = 95mm2

               UN–RS 120 F2 = 120mm2

A World of
Interconnect

Solutions


