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Use these tools to tighten Series 80 jam nuts. 1/4" or 3/8" square drive for use with torque wrenches. Heat-
treated steel, nickel plated.

5

600-146-02 600-146-03 600-137-03 600-146-04 600-147-6

600-146-04 600-146-05 600-137-05 600-146-06 600-147-7 600-154-08

600-146-06 600-146-07 600-137-07 600-146-08 600-147-10 600-154-09

600-146-08 600-137-10 600-146-10 600-147-12 600-154-12

600-146-10 600-137-13 600-146-12 600-147-14

15
7
19

Use these tools to hold Series 80 connectors while installing thread-on adapters or backshells.

Plug tool for holding Series 80 plug connectors. Receptacle tool for holding Series 80 receptacle
Heat-treated steel, nickel plated. connectors. Heat-treated steel, nickel plated.
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600M005-06 600MMO005-06 600-140-6 600-141-6
600M005-08  600MM005-08 600-140-8 600-141-8 600-155-8

600M005-10 600MMO005-10 600-140-10 600-141-10 600-155-10

600M005-12 600-140-12 600-141-12 600-155-12
3 ¢

— = 600-140-14 600-141-14 —
15 * | |
7 ¢
19 |

% Add for plug holder or for receptacle holder, followed by polarizing position ( , , , or for
universal keying).

4 Add forplug holderor for receptacle holder, followed by polarizing position ( , , , or for
universal keying).

B Add for plug holder or for receptacle holder.
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