
EMI/EMP
Filters

GLENAIR, INC. • 1211 AIR WAY • GLENDALE, CA 91201-2497 • 818-247-6000 • FAX 818-500-9912
Printed in U.S.A.

www.glenair.com 	

CAGE CODE 06324© 2008 Glenair, Inc.

	  E-Mail:  sales@glenair.comC-38

C

Glenair MIL-DTL-38999 Series IV Type
Filter Connector with Breech-Lock Coupling

Master How to Order • Part Number Breakdown

Capacitance
(See Table II) 

Insert Arrangement
Per MIL-STD-1560

Filter 
Connector 

Product 
Code

MIL-DTL-38999 
Series IV

Flange Mounting Style
N - Not Applicable/Mfgs. Option
H - Round Holes, Chamfered
C - Clinch Nuts (4-40 UNC)
M - Metric Clinch Nuts (M3)

Termination
S - Solder Cup
P - PC Tail

Connector 
Class

(See Table I)

Alternate Key Position
Per MIL-DTL-38999

A, B, C, D, K, L, M, R, U, 
N = Normal

Shell Style
J - Jam Nut
W - Wall Mount

Filter Type
P - Pi Circuit
C - C Circuit

Consult Factory for 
Additional Filter Types, 
TVS Diodes, and other 
Custom Filter Connector 
Configurations.

TABLE I: CONNECTOR CLASS
SYM CLASS MATERIAL FINISH DESCRIPTION

M Environmental Aluminum Electroless Nickel

MT Environmental Aluminum Nickel Fluorocarbon Polymer (Ni-PTFE)

NF Environmental Aluminum Cadmium O.D. Over Electroless Nickel

P Environmental Stainless 
Steel Electro-Deposited Nickel

ZN Environmental Aluminum Zinc-Nickel Over Electroless Nickel

H2 Hermetic Stainless 
Steel Electroless Nickel

Contact Gender
P - Pin
S - Socket
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