Circular Connector Backshells and Accessories

Swing-Arm® Clamps lenair.
for Series 80 Mighty Mouse Connectors

870MO003 Swing-Arm Saddle Clamp, Braid Sock, SST/Aluminum

Self-Locking Shielded, self-locking, adjustable arms. 870M003 stainless steel or aluminum Swing-Arm
saddle clamp fits Glenair Series 80 Mighty Mouse connectors. Adjustable arms pivot to 0°, 45°
or 90° positions. Supplied with 12 inches (305 mm) of shield braid attached to metal interface
ring. Braid choices include 34 AWG nickel/copper, 34 AWG tin/copper, ultralightweight
AmberStrand® or microfilament nickel/SST Armorlite®. Full radius saddles have self-locking
clinch nuts. Available in two clamp sizes: standard clamp fits most wire bundles, large
clamp has increased clearance for oversize wire bundles. Coupling nut has anti-decoupling
mechanism for audible detented coupling and prevents backoff under high vibration.

TZ Tin-zinc Braid Type

AmberStrand® Nickel/Composite Braid
Microfilament ArmorLite® Nickel/SST Braid
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Circular Connector Backshells and Accessories

Swing-Arm°® Clamps
for Series 80 Mighty Mouse Connectors

870MO003 Swing-Arm Saddle Clamp, Braid Sock, SST/Aluminum

CLAMP DIMENSIONS
TYPE A TYPE B —— Standard Clamp o Large Clamp ————
STANDARD CLAMP  LARGE CLAMP Size LMax  MMin  NRef.  Size PMax  RMin  SRef.
Code in mm in mm in mm Code in mm in mm in mm
cLOSED CLOSED 07 98249 22 56 265 67 07 98 249 33 84 3% 90

(16/1.3) , 6 ,

195 495 105 267 996 263

MATERIAL/FINISH

Aluminum (Codes M, MT, NF, TZ, ZR)
Coupling nut, body, arms, saddles, interface
ring: aluminum
Screws, washers, inserts: stainless steel/
passivated
Anti-decoupling spring: thermoplastic
Clinch nuts: Codes M, MT, TZ and ZR:
stainless steel, silver plated. Code NF:
stainless steel/ olive drab cadmium
Stainless Steel (Codes BM, BMT, Z1, ZM)
Coupling nut, body, arms, saddles, anti-
decoupling springs, screws, washers,
inserts: stainless steel, passivated
Clinch nuts: stainless steel, silver plated
interface ring: brass (codes BM, BMT) or
stainless steel (Z1, ZM)
Braid:
Code N: 34 AWG nickel-coated copper
Code T: 34 AWG tin-coated copper,
Code A: AmberStrand® ultralightweight
nickel-coated polymer
Code L: ArmorLite® lightweight microfilament
nickel-coated 316L stainless steel

INTERFACE RING AND BRAID

Size B Min Braid 1.D.
Code in mm in mm
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SPLICE RING AND PRE-COILED BAND (K AND J OPTIONS)

Optional splice ring provides a reliable, low resistance method of splicing
Swing-Arm braid sock to wire bundle braid. Snap splice ring over wire bundle,
then overlap braid sock, pigtails and cable braid. install band around splice
ring and braid using Band-Master ATS banding tool. Slim Standard Band is
50% lighter weight than standard band with no reduction in strength.
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Splice Ring 687-207 Band Standard Band Slim Standard
SPLICE RING Tool Band Tool
601-100 601-109
oA oB
Size ——Band Part Number——  Splice Ring +.03(0.8) +.03(0.8)
Code  Standard Slim Standard  Part Number in mm in mm

~601-006
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