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ADVANCED 
PERFORMANCE
CONNECTOR 
ACCESSORIES 3-in-1 lightweight composite or stainless 

steel backshell with optional drop-in braid 
termination follower

Glenair’s composite Swing-Arm® strain relief backshell is a lightweight and corrosion-
free cable clamp with cable shield termination options for a wide range of EWIS 

applications. This innovative backshell has become the standard shield termination 
device for weight reduction in military and commercial airframe applications. Made 
from temperature-tolerant composite thermoplastic, rugged Swing-Arm® backshells 
offer easy installation, long-term performance, and outstanding weight and SKU 
reduction. Performance tested to stringent AS85049 mechanical and electrical 
standards and available for all commonly-specified mil-standard and commercial 
cylindrical connectors including MIL-DTL-38999 and Glenair Series 806 Mil-Aero 
connectors. 

Introducing Swing-Arm 
FLEX®, Glenair Next-
Generation Composite 
Swing-Arm® Strain Relief

	� Significant weight 
reduction: no saddle bars 
or hardware
	� Rapid assembly: cable 
self-centers on bundle, 
little or no wrapping tape 
required
	� Braid sock and drop-
in band termination 
follower versions for EMI/
RFI applications
	� Internal conductive 
ground path

User-configurable straight, 45°, and 90° cable routing

Stainless Steel Swing-Arm 
versions ideally suited for extreme 

temperature range applications
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Swing-Arm 3-in-1 lightweight composite or  
stainless steel strain-relief and EMI/RFI shield  
termination backshell 

DROP-IN FOLLOWER FOR DIRECT TERMINATION 
OF OVERALL OR INDIVIDUAL WIRE SHIELDING

SWING-ARM AND SWING-ARM FLEX WITH 
OPTIONAL INTEGRATED SHIELD SOCK

SWING-ARM SHIELD SOCK TERMINATION OPTIONS, STANDARD SPLIT RING OR STARSHIELD STAR

Two drop-in-follower designs, solid and 
slotted are available for all Swing-Arm 
styles (A, B, and C). 

For fast and reliable EMI/
RFI shield termination of 
individual wire and overall 
cable shielding

Fast and reliable termination of 
individual wire and overall EMI cable 
shielding with industry-standard 
Band-Master ATS® tools and straps. 
New slim profile bands eliminate sharp 
strap cutoff for improved safety.

SWING-ARM VERSATILITY: FROM SIMPLE CABLE STRAIN RELIEF TO EMI/RFI SHIELD TERMINATION

	� Style A - standard mouth, rigid saddle 
bars
	� Style B - wide mouth (for larger cable 
diameters), rigid saddle bars
	� Style C Swing-Arm FLEX - no saddle bars, 
self-centering round cable strain relief

THREE STYLES OF SWING-ARM STRAIN RELIEF CLAMPS

Swing-Arm Type C
with Flex Arms

Swing-Arm Type B
Wide Mouth Saddle Bars

Swing-Arm Type A
Standard Mouth Saddle Bars

Termination of shield sock to cable 
shield with split support ring

Termination of shield sock to 
individual wire shields with 

auxiliary “flex shield” HST 
and StarShield™ Star




