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Test Probes 
and Kits

Rev. 10.23.19

180-154 • 180-173 
Calibration (zeroing) Adapters for  
ARINC 801 Fiber Optic Connectors

Product Series

Product Series

173 = Probe-to-Probe 
Adapter, Keyed

154 = Probe-to-Probe 
Adapter, Non-Keyed

180 - 173 - 2 M

180 - 154 M

Adapter Style
2 = ARINC 801

Material / Finish
M = Aluminum Alloy, 
Electroless Nickel

Material / Finish
M = Aluminum Alloy, 
Electroless Nickel

Material and Finish
Housing: Aluminum Alloy/see Part Number Development
Alignment Sleeve: Zirconia Ceramic 
Retaining Clips: BeCu Alloy

Material and Finish
Inserts: Aluminum Alloy/Electroless Nickel
Housing: Al alloy/see Part Number Development 
Alignment Sleeve: Zirconia Ceramic 
Retaining Clips: BeCu Alloy

Probe-to-Probe Adapter

Probe-to-Probe Adapter

2X THREADED CAP
2.250 (57.15) MAX
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KNURL - MFR'S OPTION

ALIGNMENT
SLEEVE (Ø1.25 mm)

Ø.50 (12.70) MAX
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O
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BE 

ø.35 (8.89)

ALIGNMENT
SLEEVE (ø1.25mm)

2.30 (58.42) MAX

Accepts 181-061 non-keyed test 
probe used with FA00861 jumper 
assembly.

Accepts 181-061 non-keyed test 
probe used with FA00861 jumper 
assembly and 181-062 keyed test 
probe used with FO04309 jumper 
assembly


