AIRCRAFT POWER INTERCONNECT TECHNOLOGY
PowerLoad™ Connectors

lenair:

972-012 Wall-mount receptacle with banding platform, bus bar and
lug contacts, bonded grommet for TurboFlex or tape-wrapped wire

HOW TO ORDER

Sample Part Number 972-012 NF (323 P | 1 | A

PowerLoad™ Wall-Mount Receptacle
with Banding Platform, Bonded Grommet
for TurboFlex or Tape-Wrapped wire

ME, MT, NF, ZR, Z1, ZL (see Table)

Basic Part Number

Material/Finish

Shell Size /
Contact Arrangement

See PowerlLoad contact arrangements table

P =Pin A = Pin, less contacts
S = Socket B = Socket, less contacts
(see table for available contacts)

Contact Gender

972-012 Receptacle

Polarization 1,2,3,4,5,0r6

A = standard wire, See Table Ill.
Use code B for small-diameter wires, consult factory.
Use Code Z for connector less wire sealing grommet.

Wire Diameter

CONNECTOR FEATURES

= Socket towers for improved

SHELL SIZE / CONTACT ARRANGEMENTS (FACE OF PIN INSERT)
creep path performance

® ®

= Single-piece insulator
eliminates bond lines that can

lead to electrical failure 16-A1 16-1 20-A1 20-1 22-1% 22-2
. . . . X #8 X #4 1X #2 1X #1/0 1X #2/0 2X #8
= High-vibration self-locking
coupler PR @
= High-temperature bus bar and s,
lug type Crown Ring contacts
24-1%
1X #4/0

POWER SPECIFICATIONS

= For applications up to 2000 VAC/
1500 Hz, and from 150 - 800

Amps.
. . . 32-2 32-3 32-5
= 230°C maximum operating 2X #1/0 3X #1/0 3X #1/0 & 2X #16
temperature (stainless steel
bodies and shells) ; 1 s &
#8 #4 #2

= 100% DWV tested at 5,000 VAC
(all arrangements)

® o4 ol

#1/0 #2/0 #4/0

= Up to 60% lower contact
resistance than equivalent
AS39029 contacts (normalized,
less wire)

36-2*
2X #2/0

36-4
4X #1/0

40-3*
3X #2/0

Contact Size Key
* Consult Factory

TURBOFLEX WIRE DIAMETER

POWERLOAD CONNECTORS - BUS BAR / LUG CONTACTS

MATERIAL SPECIFICATIONS Gauge Finished 0.D.

Insulators - PEEK thermoplastic, 4 E

glass reinforced 8 AWG @ 210/.277 (533/7.04) @ 175/.225 (4.44/5.72)
Seals - high-temperature silicone 4 AWG @ 325/391(8.25/9.93) @ 275/350 (6.99/8.89)
Contact body - high-conductivity 2AWG | @ .400/.477 (10.16/12.12) @ 344/.421(8.74/10.69)
copper alloy, gold plated 1/0 @ 490/.572 (12.45/14.53) @ .420/.505 (10.67/12.83)
Socket contact hood, crown ring - 2/0 @ .540/.661 (13.72/16.79) @ 475/.576 (12.07/14.63)
stainless steel, passivated 4/0 @ .665/.753 (16.89/19.13) @ .590/.680 (14.99/17.27)
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AIRCRAFT POWER INTERCONNECT TECHNOLOGY PUWER
PowerlLoad™ Connectors LOAD®

972-012 Wall-mount receptacle with banding platform, bus bar and
lug contacts, bonded grommet for TurboFlex or tape-wrapped wire

CONNECTOR DIMENSIONS W
A SQ —~ = 275 MAX |
D — - 300 MAX | WIRE SEALING
MATING [ PANELTHK GROMMET <C
! ‘ THREAD N - / —
(4] ( )
\ (2X)
| N S I o+ R oF )
| / | (3X)
SUGGESTED — = - - —
PANELCUT-OUT g5 ax oC +910 il —
' BANDING ~
PLATFORM m
SS?:e" A £.031 B Bsc @CTyp D Mating Thread OE +£.015 OF +£.015 ?G +.010 <
[an)
16 1.281 (32.54) 969 (24.61) 150 (3.81) 1.000-0.1P-0.3L-TS-2A .812 (20.62) .875 (22.23) 1.062 (26.97)
20 1500 (38.10) 1156 (29.36) 177 (4.5) 1250 -0.1P-0.3L-TS-2A 1062 (26.97) 1125 (28.58) 1312 (3332) W
22 1.625 (41.28) 1.250 (31.75) 177 (4.5) 1.375 -0.1P-0.3L-TS-2A 1.187 (30.15) 1.250 (31.75) 1.437 (36.50) 3
24 1.750 (44.45) 1.375 (34.92) 177 (4.5) 1.500 -0.1P-0.3L-TS-2A 1.312 (33.32) 1.375 (34.92) 1.562 (39.67) m
28 2.000 (50.80) 1562 (39.67) 177 (4.5) 1750-0.1P-0.3L-TS-2A 1562 (39.67) 1625 (41.28) 1.812 (46.02) |
32 2.250 (57.15) 1.750 (44.45) 209 (5.3) 2.000-0.1P-0.3L-TS-2A 1.812 (46.02) 1.875 (47.63) 2.062 (52.37)
36 2.500 (63.50) 1938 (49.23) 209 (5.3) 2250 -0.1P-03L-TS-2A 2.062 (5237) 2,125 (53.97) 2312 (58.72) 2
40 2.750 (69.85) 2.188 (55.58) 209 (5.31) 2.500-0.1P-0.3L-TS-2A 2.187 (55.55) 2.250 (57.15) 2.562 (65.07) m
MATERIAL / FINISH EXAMPLE CONTACT ARRANGEMENT CURRENT RATINGS :
Code| Material Finish Temp. e LA LA LGS L |
Rating 145 A’ 270 A' 360 A’ 490 A' ( )
ME E'eI\Ti“I‘("TSS J;;g;:c 28-3 3X (156 A?) Ll
= = 28-4 4X (104 A2 -
. -54°—
MT Nickel-PTFE +200°C 28-6 6X (49 A?) Z
Aluminum . 5a°_ 32-3 3X (210 A?)
NF Cadmium, OD o - - - -
+175°C " Absolute maximum current rating per SAE AS50881: single conductor, sea level, 205° temp rise (25°
7R Zinc-Ni, Black | -54°- ambient to 230° C max for “Z1” connectors) ()
(Tri-Valent CR) | +175°C 2 Derated current for typical applications per SAE AS50881: multiple conductors, 50,000 ft. altitude, 100°C
) -54°- temp rise
z Stainless Passivate +230°C D
7L Steel  |Electrodeposited| -54°- <
Nickel +230°C AVAILABLE PIN CONTACTS ‘ AVAILABLE SOCKET CONTACTS O
Part Number | Contact Size Termination Style Part Number | Contact Size Termination Style
850-323-0-A 0 Internal <> 850-324-0-A 0 Internal —I
850-323-2-A 2 Thread 850-324-2-A 2 Thread m
850-323-4-A 4 Style A 850-324-4-A 4 Style A L1 |
850-323-8:A| 8 Y 850-324-8:A| 8 4
850-323-0-C 0 | 850-324-0-C 0 S ;
850-323-2-C 2 850-324-2-C 2 Lug O
850-323-4-C 4 850-324-4-C 4 Style
850-323-8-C| 8 850-324-8-C| 8 Q.
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