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SPRING ACTION
ProSeal™ environmental connector covers
IP ratings

IP Rating IP6X IPX4 IPX5 IPX6 IPX7 IPX8 N/A

667-450       
667-451   
667-488   
667-472   
667-467   
667-447   
667-448       
667-449   
667-497   
667-509       
667-387   
667-392   
667-424   
667-462       
667-511   
667-512       
667-466   
667-479   
667-486   
667-513   
667-431   

* Connector-dependent (potted connector)

Pro
Seal  

Part 
Num

ber

Dust-
Tig

ht 

No In
gre

ss
 of D

ust 
with

 

Underp
re

ss
ure

W
ate

r R
esis

ta
nt 

Shower S
pra

y at 2
00 m

m
W

ate
r R

esis
ta

nt 

Nozz
le Ø

6.3 m
m

 A
t 2

.5 m
W

ate
r R

esis
ta

nt 

Nozz
le Ø

12.5 m
m

 A
t 2

.5 m
W

ate
r P

ro
of 

Im
m

ersi
on Ta

nk A
t 1

.0 m
  

fo
r 3

0 m
in

.
W

ate
r P

ro
of 

Im
m

ersi
on Ta

nk at 1
0.0 m

 fo
r 

30 m
in

.

W
ate

r P
ro

of 

Random
 Vib

ra
tio

n w
ith

 Shower


