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HIGH-CURRENT / HIGH-VOLTAGE
PwrLine HV Power Feeder System

680-181 Installation Kit

MATERIAL/FINISH
	� Autoshrink tubing - duralectric/

N.A.
	� Band - CRES/passivate
	� Tape - glass cloth, flame 

retardant/N.A.

NOTES
	� Assembly identified via tag and 

bag with manufacturer’s name 
and P/N, space permitting.

	� Installation kit is designed for 
use with PwrLine HV and ground 
return transitions.

	� For assembly procedure see 
GAP-XXX.

TABLE I

(1) PRE-COILED BAND
SUPPLIED WITH ASSEMBLY

.375

3.00

 
(1) GLASS CLOTH TAPE, FLAME

RETARDANT SUPPLIED WITH ASSEMBLY 

AUTOSHRINK AS SUPPLIED

EXPANDED
TUBE

COLLAPSIBLE
SUPPORT CORE

AUTOSHRINK RECOVERED

Contact Size Autoshrink Part Number Band

8 777-100Sx01-2.50

601-601
4 777-100Sx02-2.75

2 777-100Sx02-3.00

0 777-100Sx03-3.50

00 777-100Sx03-3.75
601-571

0000 777-100Sx04-4.00

HOW TO ORDER

Sample Part Number 680-181 -8 G

Basic Part Number 680-181 Installation Kit

Contact Size See Table I

Autoshrink Boot Color G = Green	 W = White


