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HOW TO ORDER

Sample Part Number 971-200 S 2 -4

Basic Part Number 971-200 High-Power Pin with Socket Crimp Contacts

Contact S = Socket	 P = Pin

Contact Size See Table I

Reduced Wire Size See Table II
(Omit For Standard 1:1 Wire Sizing) 

NOTES
	� Assembly identified via tag & 

bag with manufacturer’s name 
and P/N, space permitting.

	� Use crimp tool 859-025 
(M22520/23-01), die and locator 
per table

	� Use termination kit 680-177 
(non EMI) or 680-179 (EMI).

MATERIAL/FINISH:
	� Contact body -high conductivity 

copper/nickel

HIGH-CURRENT / HIGH-VOLTAGE
PwrLine HV Power Feeder System

971-200 High-Power Pin with Socket Crimp Contacts

DIMENSIONS

ø Cø C

ø Dø D

EE

S = SOCKET P = PIN

NOTCH
ACCOMMODATES SLIM STANDARD

OR MICRO SLIM BAND

ø A
ø B

Contact Size ø A ±.002 ø B ±.003 ø C ±.005 ø D ±.003 E ±.005 Band

8 .141 (3.58) .253 (6.43) .305 (7.75) .263 (6.68) .547 (13.89)

601-601

6 .178 (4.52) .310 (7.87) .342 (8.69) .312 (7.92) .797 (20.24)

4 .225 (5.72) .332 (8.43) .416 (10.57) .375 (9.53) .547 (13.89)

2 .283 (7.19) .421 (10.69) .505 (12.83) .462 (11.73) .610 (15.49)

0 .357 (9.07) .514 (13.06) .609 (15.47) .563 (14.30) .669 (16.99)

00 .406 (10.31) .570 (14.48) .688 (17.48) .610 (15.49) .797 (20.24)
601-571

0000 .500 (12.70) .660 (16.76) .781 (19.84) .751 (19.08) .797 (20.24)

TABLE II

Contact 
Size

Wire 
Size

Crimp Die Crimp Locator

Glenair MIL-SPEC Glenair MIL-SPEC

8 10

859-026 M22520/23-02

859-173 N/A

8 8 859-029 M22520/23-09

6 8
N/A M22520/23-10

6 6
859-177 M22520/23-03

4 6
859-030 M22520/23-11

4 4
859-027 M22520/23-04

2 4
859-170

N/A2 2 859-169 or 859-270
N/A

0 2 859-270 859-271

0 0
859-028 M22520/23-05

859-031 M22520/23-13

00 0
859-231 M22520/23-15

00 00
859-230 M22520/23-06

0000 00
859-233 M22520/23-16

0000 0000 859-232 M22520/23-07


