RF, Microwave, and mmWave Interconnects

RF Connector Adapters

GRFO05
TNC-SMA Adapters

GRF05-0015 TNC MALE TO SMA FEMALE ADAPTER

TNC Male / SMA Female. Connect TNC jack
to SMA plug with GRF05-0015 adapter. <100 (25.4) —
Stainless steel body with gold-plated BeCu
contact, PTFE insulator, nickel-plated phos

bronze lock ring, and silicone gasket. — )

W Operating temperature: -45 °C to +125 °C CO-II-\INI\(I:EI(V:I{:\(!)-E (S:glN-\I\I:EgI_II_-\(I).g

W Frequency range: DC - 18 GHz

B VSWR:1.20 maximum [

B Impedance: 50 ohm T 250-36 UNS-2A

\ .390 (9.9) FLATS
PART NUMBER S70(145) 550 (14.0) HEX

GRF05-0015

GRF05-0016 TNC FEMALE TO SMA FEMALE ADAPTER

TNC Female / SMA Female. Connect TNC
plug to SMA plug with GRF05-0016 adapter.
Stainless steel body, gold-plated BeCu ‘ 130(33) T ‘

contact, PTFE insulator.

W Operating temperature: -45 °C to +125 °C TNC SMA
B Frequency range: DC - 18 GHz FEMALE FEMALE
W VSWR:1.20 maximum \ 950-36
M Impedance: 50 ohm / 390 (3.9) FLATS UNS-2A
4375-28 UNS-2A 0 437 (1)
PART NUMBER
GRF05-0016
GRF05-0017 TNC FEMALE TO SMA FEMALE ADAPTER, SQUARE FLANGE 1.00 (25.4) 25 (60
TNC Female / SMA Female. 4 Hole Flange. ‘ 35(80)
Connect TNC plug to SMA plug with GRF05-
0017 adapter. Stainless steel body, gold- TNC SMA
plated BeCu contact, PTFE insulator. FEMALE i ‘ \ FEMALE
W Operating temperature: -45 °C to +125 °C .4375-28/ 090 (2.3) »@ Sﬁggg
B Frequency range: DC - 18 GHz UNS-2A '
s Fo, |
- 125(32) 500 668
4 F(’LCS) T =+ (127) (175)
PART NUMBER = S
GRF05-0017 ¢ 9 |
GRF05-0018 TNC FEMALE TO SMA FEMALE ADAPTER, JAM NUT 130 (330)
TNC Female / SMA Female. Jam nut panel 250 (64) 472 12.0)
mounting. Connect TNC plug to SMA plug MAX PANEL 346 (88)
with GRF05-0018 adapter. Stainless steel THICKNESS ¢ | | ’ '
body and hex nut. Gold-plated BeCu contact.
Nickel-plated brass lock washer, PTFE TNC ,gg"MAALE
insulator, silicone O-ring. FEMALEWMW
R .250-36
. \_AF© o A4375-28 } .
W Operating temperature: -45 °C to +125 °C UNS-2A 562 (143)* g 657 UNS-2A
W Frequency range: DC - 18 GHz HEX  (16.7)
B VSWR:1.20 maximum A425/.421
0.441(1.2)
B Impedance: 50 ohm \7/\ (10.80/10.69)
RECOMMENDED
PART NUMBER \_ |/  MOUNTING HOLE
GRF05-0018
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Dimensions in Inches (millimeters) are subject to change without notice.

RF CONNECTOR ADAPTERS



