RF, Microwave, and mmWave Interconnects

Series 795 High-Density Multi-Port RF Rectangular Connectors lenam

795_0“5 B Size #16 Contacts B 65 GHz SMPS Coax

B All-Aluminum Body B Environmental
Panel-Mount Plug, Socket Contacts B Two to Seventeen Ports M Scoop-Proof

Three to eleven ports. Size 16 contacts. 795-011 plugs have machined aluminum housings
and fluorosilicone grommet for environmental protection. Size 16 socket contact cavities
have beryllium copper retention clips. Use with 65 GHz SMPS coax contacts (P/N 852-159,
ordered separately).

PART NUMBER

795-011S 16-IRF2| M P N

Base P/N  795-011S

See Table 1
16-1IRF2 2 contacts
CONSTRUCTION 16-IRF3 3 contacts
m  Shell: aluminum 16-1RF5 5 contacts
Grommet: fluorosilicone 16-1RF7 7 contacts

|
W Jackscrew: SST, passivated Arrangement No. 16-1IRF9 9 contacts
|

Contact retainer clip: copper alloy, unplated 16-2RF5 5 contacts, two row
16-2RF9 9 contacts, two row
16-2RF13 13 contacts, two row

SPECIFICATIONS 16-2RF17 17 contacts, two row
W Operating temperature: -55 °C to +125 °C M Electroless Nickel
W Shock: EIA-364-27 Condition D MT Nickel-PTFE
W Vibration: EIA-364-28 Condition V Letter E Finish NF Olive Drab Cadmium
W Shell-to-shell resistance: 2.5 milliohms max. TZ Tin-Zinc
with ground spring option ZR Black Zinc-Nickel
P Jackpost #6-32, Non-Removable
Jackpost N  No Jackpost

COA); ?_OII\LT?(,:’;I;; o . F  Fluorosilicone O-Ring

otinciudea wi -0ll connector. . c conductive O-ring

Sold separately. 0O-ring N No O-ring
for S/R or Flexible Coax Cable S Metal EMI Spring (non-environmental)

SERIES 795 MULTI-PORT RF CONNECTORS

TABLE1 ARRANGEMENT NUMBER

A75TYP

W See contacts reference page at Optimized for

the beginning of this section for Size #16 SMPS fod) (eee) (ecoed) (@eesses) (eococcooe’)
compatible size #16 socket contacts Contacts 16-IRF2  16-1RF3 16-1RF5 16-1RF7 16-1RF9

=— J75TYP
~— .0875TYP

i

0875 TYP

Cable diameter:

109" Max "D ® o0
EEE) BEEEE
Max Freq: ) BT5TYP
65 GHz 16-2RF5 16-2RF9
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RF, Microwave, and mmWave Interconnects

Series 795 High-Density Multi-Port RF Rectangular Connectors

795-011S
Panel-Mount Plug, Socket Contacts

795-011S SINGLE ROW w)
B o
Arrangement  AMax  +.,005(003) CMax. DMax.  EMax  FMax O
Number in mm n mm n mm n mm n mm n mm |_
16-IRF2 1998 5074 1546 3926 1075 2730 0620 1574 0629 1597 1758 4465
C16-IRF3 2173 5519 1721 4371 1250 3175 0795 2019 0804 2042 1933 4909 U
16-IRF5_ 2523 6408 2071 5260 1600 4064 1145 2908 1154 2931 2283 5798 L]
C16-IRF7 2873 7297 2421 6149 1950 4953 1495 3797 1504 3820 2633 6687 -
16-IRF9 3223 8186 2771 7038 2300 5842 1845 4686 1857 4716 2983 7576 —
P D MAX 4-40 UNC-2B O
. X 150 (3.81) MIN. )
(PPreeree® ) R ) Ag@@@@@@@@@@ 2 PLACES L
| o'
E MAX C +.005 (+127) —
B 005 (£.127) o
A MAX O
360 (9.14) 308 (7.82)
f Q.
1053(2675) | ‘ MAX MAX |
b 17 —
\ I I \ ) —1
]
383003 S D)
(073+.076) | || | ] (539 + 127) >
LN
(@)
795-011S DUAL ROW N~
B C w
Arrangement  AMax  +,005(0.13)+,005(0.13) DMax  EMax  FMax L
Number in mm n mm In mm In mm In mm In mm —_—
16-2RF5 273 5519 1721 4371 1250 3175 0795 2019 0804 2042 1933 4909 a
16-2RF9 2523 6408 2071 5260 1600 4064 1145 2908 1154 2931 2283 5798 LL]
C16-2RFI3 2873 7297 2421 6149 1950 4953 1495 3797 1504 3820 2633 66.87 w)
16-2RFI7 3223 8186 2771 7038 2300 5842 1845 4686 1857 4716 2983 7576
A MAX D MAX
‘ 4-40 UNC-28
- YYYTYL X 150 (3.81) MIN.
| 864 (2. 2 PLACES
S MAX Q |"bee0eee | P
E MAX C+.005 (+12)—
B +.005 (127)
AMAX
470 (11.94)
360 (9.14) L MAX T
[ \ MAX 094+ 005
H—H (239 = 127)
\ I ‘ I ‘ ‘ \ ‘ H ‘i
1053 (2675) 423+ 003
MAX (1074 = .076)
1
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