SERIES 806 MULTI-PORT RF CONNECTORS

RF, Microwave, and mmWave Interconnects

Series 806 RF Mil-Aero Multi-Port Circular Connectors lenam

852-071/ -152 High-Frequency Spring-
852-099 /-100 9°27133/-159 | ;aded Solder Contacts

Glenair high-frequency spring-loaded coax contacts have been optimized for use in Glenair

UNIVERSAL INFOR MATION Series 806 RF micro miniature circular connectors, and are designed for low-loss, low-resistance
Construction Materials performance in high-vibration-and-shock military / aerospace applications.
Copper alloy, gold over

Center contact, body

852-071-01 :
852-071-10 :

‘ . ickel plating 50-OHM HIGH-FREQUENCY SPRING-LOADED SOLDER CONTACTS
} Dlelectrlc FIuoroponmer
. Socketoutersleeve G ss passwated Contact Size / Style Cable Pin Socket
Socketspring - SSTpassivated #8 BMB : 962-025-047 852-071-06 : 852-152-06
S 18 6Hz Max*
Sealing boot grommet, glass-filled 50-0hm e = So20n0s c 85215205
thermoplastic follower 962-025-41 852-152-01

962 032 130 : 852-152-10

Operating Temperature  B5t0+125°C 9202160  ssona sl
Durabilty  500matingcycles 962 032 200 ' 852-071-12 ' 852 152 12
962 032 235 852-071-13 852 152 13
#12 SMPM 962-025-047 : 852-099-03 : 852-]00-03
_ 40 GHz Max*
SIZF SPECIFIC INFORMATION 50-0hm 962-025-086 : 852-099-01 : 852-100-01
Dielectric Withstanding Voltage 962-032:130 35209504 | Sszoo-04
m Sie: 325 VAC HoSHPS A B <
M Size16: 250 VAC 50- ohm 962 025 086 852 314 01** 852-159-02
VSWR o - e e
B Size8: DC-1GHz1104,1GHz to 18 GHz:1.20 + check max frequency of cable Reqmres contact orgamzer P/N 620 093
.025 (freq GHz):1
— 15'321‘_’]'2: MomALI ] A e m |18 GHz Size #8 BMB for drop-in use in Series 806 RF connectors
M Size16: DCto 65 GHz 1.5:1 gggn(rllignlgqnmtcr
Socket Axial Travel in the Mated Condition b e dameter
B Size 8: Upto.059 inches . i y
Pin Contact DN
W Size12: Upto.030 inches ;\ a\‘A V777
W Size16: Upto.025 inches & 0 A=
o LY
f Socket Contact \ PIN CONTACT S {
’v, ] SOCKET CONTACT
INSERTION/EXTRACTION TOOLS 852-071 852-152 BMB INTERFACE
Size Type i Part Number m |40 GHz Size #12 SMPM for drop-in use in Series 806 RF connectors
. Insert/Extract 809-131 INNER CONTACT
.02 (0 30) diameter
L&!;
PIN CONTACT
DUMMY CONTACT ) SOCKET CONTACT
SEALING PLUGS 852-099 852-100 SMPM INTERFACE
Size V Part Number m |65 GHz Size #16 SMPS for drop-in use in Series 806 RF connectors
#16 680-116-16
#12 I Pin Contact INNER CONTACT
JRT oo RO \\\sf .010 (0.25) diameter
\% Socket Contact
852-133 852-159 PIN CONTACT .
SOCKET CONTACT
SMPS INTERFACE
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