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Comprehensive materials, plating, and polarization options available

STANDARD SHELL STYLE CONFIGURATIONS

UNIQUE SUPERNINE® SOLUTIONS

ADDITIONAL CAPABILITIES

Box Mount Weld Mount Sav-Con Feed-thrus and
Gender Changers

Shielded RF Contact
Feed-thrus

Dual Flange PC Tail Dual O-ring Jam-Nut Lightweight Hermetic
Receptacle

Banding Porch or 
Accessory Thread

Jam-Nut Mount

Custom ApplicationsCrimp Removable 
Contacts

Bulkhead Penetrators Combo Insert 
Arrangements

Glenair SuperNine hermetic connectors are designed to meet or exceed military specification performance requirements. Glenair 
also manufactures and supplies hermetic connectors for most every military standard connector currently in use including:

	� MIL-DTL-26482  
Series I and II 
	� MIL-DTL-28840
	� MIL-DTL-38999  
Series I, II, III and IV
	� MIL-DTL-5015 

	� MIL-DTL-83723  
LN 29729 (SJT)
	� Series 801 and 805  
Mighty Mouse
	� M24308 D-Subminiature
	� Series 79 Micro-Crimp®

	� MIL-DTL-83513  
Micro-D Subminiature
	� Series 28 HiPer-D® 
M24308 intermateable

ADVANCED PERFORMANCE

 Hermetic connectors
MIL-DTL-38999 Series III Type
Innovative hermetic solutions




