CRYOGENIC
ThermaRex Cryo Connectors

Series 806 Jam Nut PCB Standoff Receptacle
806-085

SERIES 806 MIL-AERO JAM NUT PCB STANDOFF RECEPTACLE
How To Order ThermaRex Series 806 Mil-Aero Square Flange Receptacle

S E R I ES ) Sample Part Number 806-085 ME| 11-19 |[S |1 |A
. . 806-085 Cryogenic ThermaRex Series 806
@ @ @ SR BT B jam nut PCB standoff receptacle
ME = Aluminum alloy, electroless nickel
M I L—A E RO Material/Finish (96-hour salt spray)

Z1 = Stainless steel, passivate

Shell Size/Insert Arr. Per 806-015, See tables
P =Pin E=Solder cup, pin

THERMAREX™ CRYO

ST S =Socket F = Solder cup, SKT
PCTail Length 1=.125+£.025 Solder Cup = Omit
Polarization Keyway A B,C,D,E F
Code
728
(1849) 275 (6.99)
E —=r d=—
MAX

— .065 (1.65)

FULL MATE MAX

MASTER KEY RED BAND
INDICATOR ——f

SEETABLEIV&V

E

MATING
THREAD L PC TAIL LENGTH
Y125 (3.18)
B 4X 4-40 UNC
THREAD 1125 (3.18) MAX
T PANEL THICKNESS SCALE4:
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Dimensions in Inches (millimeters) are subject to change without notice.



